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0 to 15,000V High Accuracy, High Voltage DC-DC Converter 

High stability / 10kV, 15kV    NHV Series 

Excellent output stability & low ripple noise enable for 

Precision measuring equipment 

 Electron microscope (electron gun, deflection coil) 

 Mass spectrometer 

 Electrophoresis analyzer 

 Temperature drift 50ppm/°C 

 Time-course drift 10ppm/1min. 

 Low ripple noise 100mVp-p 

 Adjustable output voltage 0 to 100% 

 Output voltage monitor 

 Output current monitor 

 Remote ON/OFF control 

 短絡、過電流保護機能付 

  

Line up 

Features 

 Applications 
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Mark Time[min] Output Voltage[kV] 

A 60 9.996455 

B 61 9.996412 

C 120 9.996116 

 

Output ripple noise waveform 

Ripple Noise:40mVp-p 

 

X-axis：10μs/div Y-axis：50mV/div 

軸：50mV/div 

 Model: NHV24-10K700P 

軸：50mV/div 

 

Detail information → 

Models Input V Input I Output V Output I Ripple Noise

NHV Series Vdc mA(typ.) Vdc           μA       mVpp(typ.)

NHV24-10K700P 0 to +10,000

NHV24-10K700N 0 to -10,000

NHV24-15K450P 0 to +15,000

NHV24-15K450N 0 to -15,000

24

(22.8 to 25.2)
650

700 100

450 100
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Input connector

Input connector on

Power supply side  ：B8PS-VH (JST)

Recommended connector on 

Wiring side            ：VHR-8N  (JST)

NHV24-10K700P
HIGH VOLTAGE

DC-DC CONVERTER

BellnixR
Input +22.8  to +25.2V

Output 0 to 10kV 700uA
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Dimensions 

Standard connection diagram 

The output voltage can be adjusted by an 

external voltage or a variable resistor. 

Unit: mm 


